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CONTACT SPECIFICATION

Contact form 2Z, 2H, 2D, 4Z, 4H, 4D

GENERAL PURPOSE ,
Contact resistance <100m Q (1A 6VDC)
RELAY - 57.02,57.04 R AGCdO AgSnO,
Matched Socket - Contact capacity 57.02:10A 250VAC/30VDC 57.04 5A 250 VAC/30VDC
RT702-B, RT704-B TECHNICAL SPECIFICATION

Insulation resistance  =500M Q ( 500VDC)

Between coil and contacts >1500VAC 1min

Dielectric strength Between open contacts >1000VAC1 min

Between contacts of different poles >1500VAC 1min
Operate / Release time <25ms/25ms
Terminal type PCB and socket mounting

COIL SPECIFICATION
57.02

DC COIL DATA
Nominal voltage Operate voltage Release voltage Coil resistance
VDC VDC VDC Q+10%
5 4.0 0.5 28
6 4.8 0.6 40
12 9.6 1.2 160
24 19.2 2.4 640
57.02 57.04 48 38.4 4.8 2560
110 88.0 11.0 12100
Correct Incorrect AC COIL DATA
Nominal voltage Operate voltage Release voltage Coil resistance
%{ %i VAC VAC VAC Q+10%
6 4.8 1.8 12
12 9.6 3.6 42
* Matched Socket 2 192 72 168
U 3 48 38.4 14.4 675
A 110 96.0 36.0 3500
= 220/240 176.0 66.0 14000/16500
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57.02 Wiring diagram (Bottom View)
We have widely Product Range : Cable & Wire,

Current Transformer, Cable Gland, Meter, Lugs,
Lightting Ind., Light Source, Mccb , Mcb, Rccb.
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...thats what we are!

CORPORATE OFFICE: 305, Hakimji Business Centre, Opp. Asopalav Restaurant, GIDC, Char Rasta, Vapi - 396 195 (Gujarat) India.
MARKETING OFFICE: A/13, City Centre, Opp. Hanuman Temple, Bhadakmora, Silvassa Road, GIDC, Vapi - 396 195, (Gujarat) India.
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