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1. Specifications
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1Y Dimension

Voltage (L-N) 161~276Va.c & &
Voltage (L-L) 300~500V a.c
Basic Current (lb) 5A (CT Connection type) [ -

10A(Direct Connection type) 2 (|08
Max Current(Imax) 100A
Starting Current 0.4% of Ib i i
Power Consumption <2W 110VA per phase < 125 »
Frequency (Hz) 50~60 front view
Constant 3200imp/kwh (CT type)

400 imp/kwh (Direct type)
Display LCD 5+2/6+1/7+0 @ T
Backlit Blue color T_ 65
Memory Back-up Eeprom i l
Data Stored 20 years when power off L e —
Operating Temperature -25~+50 =35
Starting Temperature -40~+70 lateral view
Operating Humidity 85%
Starting Humidity 95% c ] 5
Protection Against Penetration Of Dust
And Water Ip50 o
Insulation ] — [
Ac Voltage Withstand 2kV for 1 minute o 5
Impulse Voltage Withstand 6kV~1.2uS waveform
Accuracy Class B (Class 1.0) hee
Pulse output of Direct connection 400imp/kwh beicksiew
Pulse output of CT connection 1600imp/kwh
Elevation <2000mm
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Smart Din-Rail Meter
Three Phase Four Wires Energy Meter
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> Wiring diagram

SDM-530D

Directly connect type CT connect type

A 2
B | 2
C >
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1/2 AIN/OUT 7 Neutral wire
3/4 BIN/OUT 8/9 Test pulse output contact
5/6 CIN/OUT
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1/23/45/6 three phase CTinput
8/9 pulse output 12 Neutral Line
14 16 18 three phase voltage input
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