Copper Flat Braids in Coils

Flat Braids in Red Copper and Braids in Tinned Copper in Coils. Length of copper braid 15 m, 20 m and 25 m, cross s=ction 4 mmZ2 =
120 mm2.

Technical Features

=  Rad Copper CU-ETP UMl 5849-71
= Tinned Copper CU-ETP UHI 5449-71
= Standard wire @ 0,20 mm (& 0,15 mm for cross sections. & and 10 mmZ

Flat Braids in Coil - Red and Tinned Copper

Flat Braids in Tinned Copper

Intensity
ALY
TPS1000 TPS 10-4 25 m 0,04 40 4 1,0 8.0
TPS1005 TP3 10-6 25 m 0,08 55 [} 1.0 10,0
TPSMT TPS 20-10 25 m 0,10 B5 10 1,5 10,0
TPS10M5 TPS 20-16 25 m 0,18 120 18 0 15,0
TPS10Z0 TPS 20-25 20m 0,25 150 25 0 25,0
TP51025 TPS 20-30 20m 0,30 170 30 T4 25,0
TPS1030 TPS 20-35 20m 0,35 195 35 a1 25,0
TPS1035 TPS 20-40 20m 0,40 210 40 3.2 25,0
TPS1040 TPS 20-50 20m 0,50 250 50 4.0 25,0
TP51045 TPS 20-75 20 m 0,75 330 75 5.0 30,0
TPS1050 TPS 20-100 15 m 1,00 370 100 5.0 40,0
TP51055 TPS 20-120 15 m 1,20 420 120 6,0 40,0

Flat Braids in Red Copper

TPR1000 TFPR 10-4 25m 0,04 40 4 1,0 &0
TPR1005 TPR 10-& 25m 0,06 55 & 1,0 10,0
TPRAMD TPR 20-10 25m 0,10 &5 10 1.5 10,0
TPR1015 TPR 20-16 25m 0,16 120 16 2.0 16,0
TPRADZO TPR 20-25 20 m 0,25 150 25 2.0 75,0
TPR10Z21 TPR 20-30 20m 0,30 170 30 1.4 5.0
TPR10Z5 TPR 20-35 20m 0,35 193 35 8 25,0
TPR10Z& TPR 20-40 20 m 0,40 210 40 32 25,0
TFR1030 TPR 20-50 20 m 0,50 250 50 4,0 5.0
TPR1025 TPR 20-75 20 m 0,75 330 Fi 5.0 30,0
TPRAD40 TPR 20-100 15 m 1,00 3T 100 5.0 40,0

TPR1045 TPR 20-120 15 m 1,20 420 120 6,0 40,0



